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CELLROLL 
 

 
Adaptable to specific needs 
The modular design of the CELLROLL allows scale-up of  

bottle capacity from 4 to 16 roller bottles. By using two drive 

units, up to 32 roller bottles can be operated using one control 

unit only. The customized configuration of CELLROLL 

increases flexibility and efficiency of the lab. 

 

Optimized for cell cultivation 
Successful growth of cells in roller bottles often relies on  

optimal rolling speed and therefore the CELLROLL allows fine-

tuning of the rotation speed. The standard drive unit 

operates in a speed range from 0.1 to 2 rpm and is adjustable 

in steps of 0.1 rpm. The faster drive unit has a rolling speed 

range of 2 to        6 rpm and is adjustable in steps of 0.5 rpm. 

To avoid unnecessary shear stress, all the rolls of the  

instrument are turning on high-quality ball-bearings free of 

vibrations and are driven by a stepper motor which guarantees 

a completely smooth rolling start and stop. 

 

 
 

Technical Data 

  
 

 

Ordering information 
Compatible roller bottles: 

Up to 29 cm in length (incl. 3 cm lid), 10 - 12 cm of diameter 

 

 Description Part No. 

CELLROLL Includes a drive unit (0.1 - 2 rpm), two decks (for 4 roller bottles), 

a control unit, a power supply and a control cable 

13050-00 

CELLROLL fast Includes a drive unit (2 - 6 rpm), two decks (for 4 roller bottles), 

a control unit fast, a power supply and a control cable 

13050-02 

Components Control unit incl. power supply 24406-17 

 Drive unit (0.1 - 2 rpm) for maximally 8 decks incl. control cable 24406-27 

 Drive unit fast (2 - 6 rpm) for maximally 8 decks incl. control cable 24406-28 

 
Deck (for 2 roller bottles) 13050-20 

Accessories Storage deck (necessary for horizontal extension) 24406-29 

 Control cable (length 2 m) for second output 24406-19 

 Power supply 24406-31 

 

Dimensions (H x W x D) 400 x 295 x 360 mm (2 decks) 

Weight 1.85 kg 

Weight of one deck 1.7 kg 

Input voltage 100 – 240 VAC 50 – 60 Hz 

 


