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Temperature Range Etendue de mesure Range de Temperatura Rango de Temperatura 5L Y HEREEE -30°C to 205°C (-22°F to 400°F)
Accuracy Genauigkeit Précision Precis@o Precision B EHEE Between 0°C and 65°C (32°F to 150°F):
Assumes ambient bei einer Umgebungs- par 23°C + 2K ambiant Assume a temp i (23°C+£2°CTD1E) +1°C (+2°F)
operatingtemperature temperatur operacional ambiente Ambiente de Operacion Below 0°C (32°F): £1°C (£2°F) 0.1 degree
0f 23°C +2°C (73°F +4°F) von 23°C + 2K de 23°C +2°C (73°F4°F) de 23°C +2°C (73°F +4°F) Above 65°C (150°F): +1.5% of reading
Response Time prechzeit Temps de réponse. Tempo de Resposta Tiempo de W R TA] TEEEE <500ms after initial reading
Spectral Response Spekirale E Réponse spectrale Resposta Espectral Respuesta Espectral [ 3 BERE 8-14 microns
Emissivity issi Emissivité Emissividade Emisivi R TR E Pre-set for Food Service Application:
Optical Resolution (D:S)  Optische Aufldsung (E:M) optique (D:S) Resolugao Optica (D:S) Resolucion Optica (D:S) S s iR (D:S) DiSke 2.5:1 @ 90% energy, typical
Typical Working Range  Typische Messentfernung Distance de mesure classique Range de Operag&o Tipica Rango tipico de Aplicacion WG TG PEERE A =25mm to 250mm (=1" to 10")
(target illumi (Eclairage de la cible) (iluminago do alvo) 6n del objetivo) CHARIEH)D
ili ibilité Repetibilidade R RERE Within accuracy specifications of the unit
Ambient Operating Range | ambiante Range Operacional Temperatura Ambiente BRI BEBERE 0°C to 50°C (32°F to 122°F)
do Ambiente de Operacion
Relative Humidity Relative Luftfeuchte Hunidité relative Umidade Relativa Humedad Relativa AR E AR 90% (£5%) RH @ 30°C (86°F)
Storage L de stockage Temperatura de Temperatura de fEAFIRIE RERE -20°C to 60°C (-4°F to 140°F)
Armazenamento Almacenamiento
ight/Dimesi Dimensions Peso/Dimensbes Peso/Dimensiones it/ R R A 150mm x 30mm x 50mm
(with battery) Masse (inklusive Batterien) Masse (avec les piles) (com bateria) (con bateria) A CHL) (5.88" x1.25" x 2")
1509 (0.33Ibs)
Power i i i 40 i i HLJ B 1AA alkaline battery
Battery Life i ie des piles Durabilidade da Bateria Duracién de la Bateria H It fir Ny TV BRBEER 10 hours minimum @ 23°C (73°F)
Display d'indication Resoluggo do Display Resolucion en Pantalla KR REE 4 digits, 0.2°C (0.5°F)
de température
Display Hold Durée d'affichage Espera do Display Retencion de Lectura NS R—JL FEFRE 7 sec
Standards Standards Standards Padrées Estandares Frifi EERE Conforms to:
* EN61326-1 Electromagnetic Emissions
and Susceptability, Criteria B
* EN61010-1 General Safety
Environmental Sealing Schutzgrad Degré de protection Vedagao Ambiental Sellado Ambiental B REEE 1P54 Sealing
(hand washable, non-submerisble)
Minimum Target Size Kleinste MessfleckgroBe Taille minimale du spot Tamanho Minimo do Alvo Tamafio Minimo de Objetivo EZNELTYAS) BNARRY b4 X ~12mm (=0.5")
lllumination to Offset: Messkanal Offset: canal infrarouge lluminag&o para o Deslocamento  Desalineacion Entre Canales de  jii 1] 51Rff i  MBEERIDE@A I+ & 13mm (0.52")
IR Channel Offset 2u Beleuchtung pour éclairage (Offset) do Canal IV lluminacion e Infrarrojo
Certifications Zertifizierung Certification Certificado Certificaciones N B CE




